
LIQUIDTIGHT

Phone: 954-427-6820
Fax: 954-427-6446 www.steelcomponentsinc.net

45°  Connectors for use with Liquidtight Flexible Metallic Conduit
Malleable Iron

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete tight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible metal
conduit fittings are suitable for use
in the following hazardous locations
under NEC 501-4(b), 502-4(a)(2);
Class I, Div. 2; Class II, Div. 1 and 2;
and Class III, Div. 1 and 2.

CATALOG TRADE KO DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3845 3/8" 1/2" 1-15/16" 1/2" 1-1/8" 1-1/2" 200 27.1
LT5045 1/2" 1/2" 2" 1/2" 1-1/4" 1-1/2" 200 27.1
LT7545 3/4" 3/4" 2-3/16" 1/2" 1-9/16" 1-9/16" 140 39.7
LT10045 1" 1" 2-1/2" 5/8" 1-13/16" 1-13/16" 100 63.5
LT12545 1-1/4" 1-1/4" 2-13/16" 11/16" 2-1/4" 2-3/16" 60 87.3
LT15045 1-1/2" 1-1/2" 3" 3/4" 2-7/16" 2-7/16" 40 110.2
LT20045 2" 2" 3-11/16" 3/4" 3" 2-13/16" 20 176.4
LT25045 2-1/2" 2-1/2" 7-5/16" 1" 4" 4-7/16" 1 573.2
LT30045 3" 3" 7-5/8" 1-1/8" 4-3/16" 5-1/2" 1 859.8
LT35045 3-1/2" 3-1/2" 9-5/8" 1-3/16" 5-1/4" 5-15/16" 1 1278.7
LT40045 4" 4" 11-1/16" 1-1/4" 5-3/4" 8-5/16" 1 1521.2

With Insulated Throat
CATALOG TRADE KO DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3845-IC 3/8" 1/2" 1-15/16" 9/16" 1-1/8" 1-1/2" 200 27.3
LT5045-IC 1/2" 1/2" 2" 9/16" 1-1/4" 1-1/2" 200 27.3
LT7545-IC 3/4" 3/4" 2-3/16" 9/16" 1-9/16" 1-9/16" 140 40.1
LT10045-IC 1" 1" 2-1/2" 11/16" 1-13/16" 1-13/16" 100 64.2
LT12545-IC 1-1/4" 1-1/4" 2-13/16" 3/4" 2-1/4" 2-3/16" 60 88.1
LT15045-IC 1-1/2" 1-1/2" 3" 13/16" 2-/16" 2-7/16" 40 111.3
LT20045-IC 2" 2" 3-11/16" 13/16" 3" 2-13/16" 20 178.2
LT25045-IC 2-1/2" 2-1/2" 7-5/16" 1-1/16" 4" 4-7/16" 1 578.9
LT30045-IC 3" 3" 7-5/8" 1-3/16" 4-3/16" 5-1/2" 1 868.4
LT35045-IC 3-1/2" 3-1/2" 9-5/8" 1-1/4" 5-1/4" 5-15/16" 1 1294.5
LT40045-IC 4" 4" 11-1/16" 1-5/16" 5-3/4" 8-5/16" 1 1536.4
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45° Connectors and External Aluminum Grounding Lugs for use with
Liquidtight Flexible Metallic Conduit, Malleable Iron

Application:
Connects conduit and
terminates bonding connector
run externally across liquidtight
conduit.

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
UL Standard: 467
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible metal
conduit fittings are suitable for use
in the following hazardous locations
under NEC 501-4(b), 502-4(a)(2);
Class I, Div. 2; Class II, Div. 1 and 2;
and Class III, Div. 1 and 2 and are
suitable for grounding in sizes 3/8�
through 1 1/4� under NEC 351-1

CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3845AL 3/8" 4-14 1-15/16" 1/2" 1-1/8" 1-1/2" 200 29.3
LT5045AL 1/2" 4-14 2" 1/2" 1-1/4" 1-1/2" 200 29.3
LT7545AL 3/4" 4-14 2-3/16" 1/2" 1-9/16" 1-9/16" 140 41.9
LT10045AL 1" 4-14 2-1/2" 5/8" 1-13/16" 1-13/16" 100 65.7
LT12545AL 1-1/4" 4-14 2-13/16" 11/16" 2-1/4" 2-3/16" 60 89.5
LT15045AL 1-1/2" 4-14 3" 3/4" 2-7/16" 2-7/16" 40 112.4
LT20045AL 2" 4-14 3-11/16" 3/4" 3" 2-13/16" 20 178.6
LT25045AL 2-1/2" 1/0-8 7-5/16" 1" 4" 4-7/16" 1 582.0
LT30045AL 3" 1/0-8 7-5/8" 1-1/8" 4-3/16" 5-1/2" 1 868.6
LT35045AL 3-1/2" 3/0-6 9-5/8" 1-3/16" 5-1/4" 5-15/16" 1 1296.3
LT40045AL 4" 3/0-6 11-1/16" 1-1/4" 5-3/4" 8-5/16" 1 1538.8

With Insulated Throat
CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3845AL-IC 3/8" 4-14 1-15/16" 9/16" 1-1/8" 1-1/2" 200 29.6
LT5045AL-IC 1/2" 4-14 2" 9/16" 1-1/4" 1-1/2" 200 29.6
LT7545AL-IC 3/4" 4-14 2-3/16" 9/16" 1-9/16" 1-9/16" 140 42.3
LT10045AL-IC 1" 4-14 2-1/2" 11/16" 1-13/16" 1-13/16" 100 66.4
LT12545AL-IC 1-1/4" 4-14 2-13/16" 3/4" 2-1/4" 2-3/16" 64 90.4
LT15045AL-IC 1-1/2" 4-14 3" 13/16" 2-7/16" 2-7/16" 40 113.5
LT20045AL-IC 2" 4-14 3-11/16" 13/16" 3" 2-13/16" 20 180.4
LT25045AL-IC 2-1/2" 1/0-8 7-5/16" 1-1/16" 4" 4-7/16" 1 587.8
LT30045AL-IC 3" 1/0-8 7-5/8" 1-3/16" 4-3/16" 5-1/2" 1 887.4
LT35045AL-IC 3-1/2" 3/0-6 9-5/8" 1-1/4" 5-1/4" 5-15/16" 1 1309.2
LT40045AL-IC 4" 3/0-6 11-1/16" 1-5/16" 5-3/4" 8-5/16" 1 1554.1

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete thight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant
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45° Connectors with Insulated Throats and External Copper
Grounding Lugs for use with Liquidtight Flexible Metallic Conduit
Malleable Iron
Application:
Connects conduit and
terminates bonding connector
run externally across liquidtight
conduit.

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete tight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
UL Standard: 467
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible metal
conduit fittings are suitable for use
in the following hazardous locations
under NEC 501-4(b), 502-4(a)(2);
Class I, Div. 2; Class II, Div. 1 and 2;
and Class III, Div. 1 and 2 and are
suitable for grounding in sizes 3/8�
through 1 1/4� under NEC 351-1

CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3845CL-IC 3/8" 4-14 1-15/16" 9/16" 1-1/8" 1-1/2" 200 29.6
LT5045CL-IC 1/2" 4-14 2" 9/16" 1-1/4" 1-1/2" 200 29.6
LT7545CL-IC 3/4" 4-14 2-3/16" 9/16" 1-9/16" 1-9/16" 140 42.3
LT10045CL-IC 1" 4-14 2-1/2" 11/16" 1-13/16" 1-13/16" 100 66.3
LT12545CL-IC 1-1/4" 4-14 2-13/16" 3/4" 2-1/4" 2-3/16" 60 90.4
LT15045CL-IC 1-1/2" 4-14 3" 13/16" 2-7/16" 2-7/16" 40 113.5
LT20045CL-IC 2" 4-14 3-11/16" 13/16" 3" 2-13/16" 20 180.3
LT25045CL-IC 2-1/2" 1/0-8 7-5/16" 1-1/16" 4" 4-7/16" 1 587.8
LT30045CL-IC 3" 1/0-8 7-5/8" 1-3/16" 4-3/16" 5-1/2" 1 877.2
LT35045CL-IC 3-1/2" 3/0-6 9-5/8" 1-1/4" 5-1/4" 5-15/16" 1 1309.2
LT40045CL-IC 4" 3/0-6 11-1/16" 1-5/16" 5-3/4" 8-5/16" 1 1554.1
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90° Connectors for use with Liquidtight Flexible Metallic Conduit
Malleable Iron

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete tight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible
metal conduit fittings are
suitable for use in the following
hazardous locations under NEC
501-4(b), 502-4(a)(2); Class I,
Div. 2; Class II, Div. 1 and 2; and
Class III, Div. 1 and 2

With Insulated Throat

CATALOG TRADE KO DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3890 3/8" 1/2" 1-5/16" 1/2" 1-1/8" 1-5/8" 200 25.4
LT5090 1/2" 1/2" 1-7/16" 1/2" 1-1/4" 1-5/8" 180 28.9
LT7590 3/4" 3/4" 1-5/8" 1/2" 1-9/16" 1-3/4" 120 44.1
LT10090 1" 1" 2-5/16" 5/8" 1-13/16" 2-1/8" 75 74.5
LT12590 1-1/4" 1-1/4" 2-3/8" 11/16" 2-1/4" 2-1/4" 50 96.1
LT15090 1-1/2" 1-1/2" 3-11/16" 3/4" 2-7/16" 2-3/8" 30 121.3
LT20090 2" 2" 3-3/16" 3/4" 3" 2-3/4" 20 176.4
LT25090 2-1/2" 2-1/2" 8-5/16" 1" 4" 8-3/16" 1 837.7
LT30090 3" 3" 9-13/16" 1-1/8" 4-3/16" 9-3/8" 1 1234.6
LT35090 3-1/2" 3-1/2" 11-3/16" 1-3/16" 5-1/4" 11-1/4" 1 1896.0
LT40090 4" 4" 13" 1-1/4" 5-3/4" 12-9/16" 1 2381.0

CATALOG TRADE KO DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3890-IC 3/8" 1/2" 1-5/16" 9/16" 1-1/8" 1-5/8" 200 25.7
LT5090-IC 1/2" 1/2" 1-7/16" 9/16" 1-1/4" 1-5/8" 180 29.2
LT7590-IC 3/4" 3/4" 1-5/8" 9/16" 1-9/16" 1-3/4" 120 44.6
LT10090-IC 1" 1" 2-5/16" 11/16" 1-13/16" 2-1/8" 75 75.3
LT12590-IC 1-1/4" 1-1/4" 2-3/8" 3/4" 2-1/4" 2-1/4" 50 97.1
LT15090-IC 1-1/2" 1-1/2" 2-11/16" 13/16" 2-7/16" 2-3/8" 30 122.5
LT20090-IC 2" 2" 3-3/16" 13/16" 3" 2-3/4" 20 178.2
LT25090-IC 2-1/2" 2-1/2" 8-5/16" 1-1/16" 4" 8-3/16" 1 846.1
LT30090-IC 3" 3" 9-13/16" 1-3/16" 4-3/16" 9-3/8" 1 1246.9
LT35090-IC 3-1/2" 3-1/2" 11-3/16" 1-1/4" 5-1/4" 11-1/4" 1 1914.9
LT40090-IC 4" 4" 13" 1-5/16" 5-3/4" 12-9/16" 1 2404.8
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90° Connectors and External Aluminum Grounding Lugs for use with
Liquidtight Flexible Metallic Conduit, Malleable Iron

Application:
Connects conduit and
terminates bonding connector
run externally across liquidtight
conduit

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete tight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
UL Standard: 467
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible metal
conduit fittings are suitable for use
in the following hazardous locations
under NEC 501-4(b), 502-4(a)(2);
Class I, Div. 2; Class II, Div. 1 and 2;
and Class III, Div. 1 and 2 and are
suitable for grounding in sizes 3/8�
through 1 1/4� under NEC 351-1

CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3890AL 3/8" 4-14 1-5/16" 1/2" 1-1/8" 1-5/8" 200 27.6
LT5090AL 1/2" 4-14 1-7/16" 1/2" 1-1/4" 1-5/8" 180 31.1
LT7590AL 3/4" 4-14 1-5/8" 1/2" 1-9/16" 1-3/4" 120 46.3
LT10090AL 1" 4-14 2-5/16" 5/8" 1-13/16" 2-1/8" 80 76.7
LT12590AL 1-1/4" 4-14 2-3/8" 11/16" 2-1/4" 2-1/4" 50 98.3
LT15090AL 1-1/2" 4-14 2-11/16" 3/4" 2-7/16" 2-3/8" 30 123.5
LT20090AL 2" 4-14 3-3/16" 3/4" 3" 2-3/4" 20 178.6
LT25090AL 2-1/2" 1/0-8 8-5/16" 1" 4" 8-3/16" 1 846.6
LT30090AL 3" 1/0-8 9-13/16" 1-1/8" 4-3/16" 9-3/8" 1 1243.4
LT35090AL 3-1/2" 3/0-6 11-3/16" 1-3/16" 5-1/4" 11-1/4" 1 1913.6
LT40090AL 4" 3/0-6 13" 1-1/4" 5-3/4" 12-9/16" 1 2398.6

With Insulated Throat
CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3890AL-IC 3/8" 4-14 1-5/16" 9/16" 1-1/8" 1-3/8" 200 27.8
LT5090AL-IC 1/2" 4-14 1-7/16" 9/16" 1-1/4" 1-3/8" 180 31.4
LT7590AL-IC 3/4" 4-14 1-5/8" 9/16" 1-9/16" 1-1/2" 120 46.7
LT10090AL-IC 1" 4-14 1-15/16" 11/16" 1-13/16" 1-13/16" 80 77.4
LT12590AL-IC 1-1/4" 4-14 2-3/8" 3/4" 2-1/4" 1-15/16" 50 99.2
LT15090AL-IC 1-1/2" 4-14 2-11/16" 13/16" 2-7/16" 2-3/8" 30 124.7
LT20090AL-IC 2" 4-14 3-3/16" 13/16" 3" 2-5/8" 20 180.3
LT25090AL-IC 2-1/2" 1/0-8 8-5/16" 1-1/16" 4" 7-13/16" 1 855.0
LT30090AL-IC 3" 1/0-8 9-13/16" 1-3/16" 4-3/16" 9-1/8" 1 1255.8
LT35090AL-IC 3-1/2" 3/0-6 11-3/16" 1-1/4" 5-1/4" 11-1/4" 1 1932.7
LT40090AL-IC 4" 3/0-6 13" 1-5/16" 5-3/4" 12-9/16" 1 2422.5
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90° Connectors with Insulated Throats and External Copper
Grounding Lugs for use with Liquidtight Flexible Metallic Conduit
Malleable Iron
Application:
Connects conduit and
terminates bonding connector
run externally across liquidtight
conduit.

Features:
� Tapered threaded male hub -
NPT
� Compact, slim diameter with
small turning radius
� Steel locknut
� Liquidtight/Raintight/Oiltight/
Concrete tight
� Suitable for wet locations
� Long ferrule prevents pullout
& tight bend conduit pop out
� RoHS compliant

Standard Materials:
Malleable iron
Steel ferrule
Steel locknut

Standard Finish:
Zinc plated

Applicable Third Party
Standards:
UL Standard: 514B
UL Standard: 467
Fed. Spec. W-F-408E
NEMA: FB-1

UL Listed liquidtight flexible metal
conduit fittings are suitable for use
in the following hazardous locations
under NEC 501-4(b), 502-4(a)(2);
Class I, Div. 2; Class II, Div. 1 and 2;
and Class III, Div. 1 and 2 and are
suitable for grounding in sizes 3/8�
through 1 1/4� under NEC 351-1

CATALOG TRADE LUG DIM DIM DIM DIM PCS/UNITS WEIGHT
NUMBER SIZE SIZE A B C D PER BOX PER C
LT3890CL-IC 3/8" 4-14 1-5/16" 9/16" 1-1/8" 1-5/8" 200 27.8
LT5090CL-IC 1/2" 4-14 1-7/16" 9/16" 1-1/4" 1-5/8" 180 31.4
LT7590CL-IC 3/4" 4-14 1-5/8" 9/16" 1-9/16" 1-3/4" 120 46.7
LT10090CL-IC 1" 4-14 1-15/16" 11/16" 1-13/16" 2-1/8" 80 77.4
LT12590CL-IC 1-1/4" 4-14 2-3/8" 3/4" 2-1/4" 2-1/4" 50 99.2
LT15090CL-IC 1-1/2" 4-14 2-11/16" 13/16" 2-7/16" 2-3/8" 30 124.7
LT20090CL-IC 2" 4-14 3-3/16" 13/16" 3" 2-3/4" 20 180.3
LT25090CL-IC 2-1/2" 1/0-8 8-5/16" 1-1/16" 4" 8-3/16" 1 855.0
LT30090CL-IC 3" 1/0-8 9-13/16" 1-3/16" 4-3/16" 9-3/8" 1 1255.8
LT35090CL-IC 3-1/2" 3/0-6 11-3/16" 1-1/4" 5-1/4" 11-1/4" 1 1932.7
LT40090CL-IC 4" 3/0-6 13" 1-5/16" 5-3/4" 12-9/16" 1 2422.5
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